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�Don't frame the art to match a room in your 
house. 
• Choose picture frames and mats that will enhance the 
work of art itself, so that if you move, redecorate, or 
decide to hang the piece in another location, it will 
always look appropriate. 

• Avoid framing that overwhelms the artwork. 
Remember: the art work is the star‐‐the matting & 
framing are supporting players.



�The mat provides a rigid support for the work 
of art, to prevent bending and folding and 
other damages that might occur to paper 

� It separates the work of art from the glazed 
surface, creating a "breathing space." 

�Mats are used for their aesthetic properties, 
strengthening features already present in the 
piece of art.





� A good T square & a good straight edge ruler
� .5mm mechanical pencil
� Mat Cutters

• Logan Team System (lower cost option)
x Straight edge Logan 424 (24 inch) 
$50 or Logan 440 (40 inch) $65  

x Bevel Cutter included in above  (purchased 
separately $19 to $30 based on type)  

x Cutting board – price varies by size (Not 
included but should be used)

x Logan Straight cutting Head (LO701) $27

• Mat Cutter (Logan 301S) $80.00 



TYPES & COLORS SIZES AND THICKNESS

� Full Sheets 32” by 40” this will 
give you 4 16x20 cut mats 
(most economical way)

� Pre cut mats with and without 
opening

� Thickness:
• 4‐ply, 1/16” and 3/32”
• 6‐ply, 3/32”)

� Standard and Acid Free
� No limit to colors availablele
� Core colors range from white, 

ivory and black to full mat 
color



� Crescent® Berkshire, Select & Natural Linen Mat 
• An economical mat for non‐archival framing, the Berkshire line has an acid‐free 
core and backing with a light cream, white, or black core $5

• 100% virgin alpha‐cellulose, lignin and acid‐free, and fade and bleed‐resistant, 
it is a conservation‐grade line ideal for any type of work. (4‐ply, 1/16” and 6‐
ply, 3/32”)  $11 and $13 

• Natural Linen ‐ textured linen, conservation‐quality has a premium white core 
and backing. (4‐ply, 3/32” thick) $31 

� Bainbridge® Alphamat® Artcare & Alpharag Artcare
• Alphamat is a 4‐ply, 100% acid‐free ideal for the conservation framing ‐ white 
core 1/16” thick

• Alpharag 4ply 100% acid‐free cotton rag, which means museum‐quality 
conservation  consistent color core throughout. 3/32" thick 



�Decide how much of a mat border you want to 
leave around the art. 
• As a general rule, for larger prints leave at least 3 inches on 
the sides and top and 4 inches on the bottom.  A 2 inch 
border is good for smaller prints and 1 inch for 4 x 6 and 5 
x7 prints.

�Based on the total dimensions select your picture 
frame – if you are not framing, decide on the total 
size. 

�Cut a piece of mat board to fit your picture frame. 
Measure the interior of the frame and mark these 
dimensions on the back of your mat. 



� Using a mat cutting board or a straight edge along one of the lines, 
hold it steady, and run a cutter along its edge. 

� The next step is to measure and calculate the mat opening and draw 
it on the back of the mat board.

� Measure your photograph accurately and make sure to allow a 
1/8th to 1/4th of an inch border all around the image to be covered 
by the mat (that is make the opening size 1/4th to 1/2 inch smaller 
than the image size).

� Deduct these measurements from the mat size. For example if your 
mat size is 18 x 24 and your picture size is 12x18 and you give it a ¼ 
inch border allowance all around you will need an opening size of 11 
½ inch 17 ½ inch. Deduct 11.5 x 17.5 from 18 x 24 giving you 3.25 
inch as your border in each direction (horizontal and vertical).



� Next measure and mark the back of the mat, drawing 
the window that you'll cut out for you photograph. 

� Cut the window from the back using your mat cutter. 
Place the straightedge along one of the lines, hold it 
steady and run the cutter down the edge. 

�Make sure the bevel is slanted out away from the 
window you are cutting so that the bevel will be visible 
from the "right" side of the mat. 

� Be careful not to overshoot the lines ‐ stop right at the 
window's corner 

� The waste window material should fall out easily – if 
not use a 270 blade and finish the cut.



�Artcare Foamboard
• perfect for structural backing in picture framing. 

• Use products that have MicroChambers to protect your 
images from harmful effects of foam out‐gassing into the 
frame. 

• Surface papers must be acid‐ and lignin‐free with a 3% 
buffering agent to maintain an alkaline pH. 

• Use 1/8’’ thickness so you can mount the finished product 
all frame profiles when glazing and mat boards are used

�Creatine a framing package of less then 3/8’’



LINEN TAPE PAPER TAPE

� This paper tape has a high tensile strength and is 
strong enough for all but the heaviest art. The 
paper is acid‐free and buffered with calcium 
carbonate. The pH‐neutral adhesive is water 
activated. $9

� Japanese rice paper and a wheat or rice starch 
paste

� Cambric‐quality, tightly‐woven linen which is 
acid‐free, no starch fillers and will not flake or 
become brittle. The pH‐neutral, water‐activated 
or self adhesive to securely hold the window mat 
to the backing board.   $14



� Photographs‐‐are almost always put behind a glazed surface for preservation.
• However, the work should NEVER be placed directly against the glazed surface

� Glass or acrylic? Each has its advantages and disadvantages.
� Glass:

• Cheaper, easier to clean, and more resistant to scratches. 

• Heavier, more breakable, sensitive to variations in temperature, and highly reflective so it often 
creates a glare. 

� Acrylic surfaces, often known as Plexiglas, 
• Better thermal insulators, as well as shatterproof, and can be treated with an ultraviolet filter to 

protect the work of art. 

• Acrylic surfaces have a propensity for attracting dust and cannot be cleaned with regular glass 
cleaners. 

� Regardless of what kind of glazing you select, works of art behind a glass or acrylic 
surface should be opened every few years to clean dust and allow the materials to 
air.



� The back board should be made of a stable, rigid material, such as 
pH neutral conservation backing board. 

� Further protection can be provided by the insertion of a sheet of 
MelinexTM (polyester film) or cooking foil between the back mount 
and back board. 

� Secured into the frame with sufficient 
non‐rusting “points”. 

� Acid‐free frame backing paper ‐ buffered, this 
paper introduces no acidity into the frame 
package and helps protect against airborne 
pollution. 

� Or ‐ The air gap should be sealed with a good quality acid free 
gummed paper 
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